1 FUSE B2t EMAZN

Single Phase, Fuse Type Transformer

Fuse Type Transformer

* WY-FD Series

AN ZAn /N Warning
- DIN-Railo]] 2 HZZS 2 Aol= 712X x| * We recommended preferably steel material Din — Rail if mounting
DIN-Rail2 AM2 HfZtL|C}, Din—Rail this good.
- E7jE| 242 Q5t= |0 2 HES X2 Ao - We recommended bolt mounting for using equipment of
= 2E HZ FFE BIELICL

required long dinstance shipping.
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WY2224 - FD Series (2EES HELIEY C

® Specifications

FUSED TRANSFORMERS= 1x} Z0i| FuseE ZZI5I0{ MZEIHOR Hat
3 IPESIA| TRANSFORMER 235 3 AH|Q| OFM AfnE o|Hol| HX[g
&LICH E5t DN Rail 3! Bolt £ #82F DIN Rail ARA| &7 3
&L

TRANSFORMERO]| Z140| Q17t=|H T2AZA| LED7} ES310 7|7 [0f EXIHRE

folgh 4~ Qlof AH[XI2| QFEEE Tafet MF LI,

30
L !
4 30 1

o

The FUSED TRANSFORMER is manufactured by installing a fuse on
the TRANSFORMER primary side. It can protect TRANSFORMER and
prevent safety accidents in case of short-circuit or overload. In addition,
DIN Rail and Bolt are both used for easy installation when using DIN Rail.
When power is applied to the TRANSFORMER, the power indicator LED
lights up, allowing the user to check whether the power is on or not.

« Circuit Diagram

o) Pri. (o)

)= ]

(Alarm contact)

Indicator S
HABI(LED) @

E THI THe

. e SPECIFICATIONS " DIMENSIONS (mrm) WEGHT
PRI(V) SEC.(V) W | H D a b c d E | M k)
WY2224-60FD 60 | 937 | 914 1095 77 | 79 | 45 | 95 | 7 |M35| 180
WY2224-100FD 2 100 | 937 | 914 |1235| 77 | 93 | 45 | 95 | 7 | M35 | 240
WY2224-150FD DIN RAIL 150 | 937 | 914 [1385| 77 | 108 | 45 | 95 | 7 |M35| 3.00
WY2224-200FD PAiEL 0 200 | 1222 | 1094 | 1204 [ 1002 | 93 | 55 | 105 | 86 | M4 4.00
WY2224-280FD 0-24, 0-24 | 280 | 122.2 | 109.4 | 1464 | 1002 | 110 | 55 | 105 | 86 | M4 5.00
WY2224-350FD 350 | 1222 | 109.4 | 1584 | 1002 | 122 | 55 | 105 | 86 | M4 5.60

® Dimension

% Others option

® Terminal

INDICATOR LED E

0000000

E 60~200VA : Max 6, Min 3.5
E o 280~350VA : Max 9, Min 4
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WY2211 - FD Series (2EHS FELYED

® Specifications

FUSED TRANSFORMERE= 1t £0f| FuseZ =GN MEEZCZ 2ot That
% THESEA| TRANSFORMER S & MH|Q| O AlnS o|3Hof BX|E 4=
SLICt 3t DN Rail & Bolt $5 AECR DIN Rail ARBAl &8 Z2F & 4
UELIC

TRANSFORMERO]| 20| QI7te|# H2HA| LED7} HS5IH 7170l STHRE

2olgt 4~ Uof AH[XI2| OFEEE 1A{et MF LI,

The FUSED TRANSFORMER is manufactured by installing a fuse on
the TRANSFORMER primary side. It can protect TRANSFORMER and
prevent safety accidents in case of short-circuit or overload. In addition,
DIN Rail and Bolt are both used for easy installation when using DIN Rail.
When power is applied to the TRANSFORMER, the power indicator LED
lights up, allowing the user to check whether the power is on or not.

« Circuit Diagram

o) Pri. O

[ FUSE x 2 []
120°C

(Alarm contact)

Indicator S
HABI(LED) @

E THI THe

SPECIFICATIONS DIMENSIONS (mm)
MODEL NO., TYPE VA WE'G)HT
PRL(V) SEC.(V) W | H D a b c d E M kg
WY2211-60FD 60 937 | 91.4 | 1095 | 77 79 | 45 | 95 7 | M35 1.80
WY2211-100FD 100 937 | 914 | 1235 | 77 93 | 45 | 95 7 | M35 2.40
WY2211-150FD DIN RAIL 150 937 | 914 (1385 | 77 | 108 | 45 | 95 7 | M35 3.00
& 220 110
WY2211-200FD PANEL 200 1222 | 109.4 | 129.4 | 1002 | 93 | 55 | 105 | 86 | M4 4,00
WY2211-280FD 280 1222 | 109.4 | 146.4 | 1002 | 110 | 55 | 105 | 86 | M4 5.00
WY2211-350FD 350 122.2 | 109.4 | 158.4 | 100.2 122 55 10.5 8.6 M4 5.60
¥ Others option
® Dimension ® Terminal
FUSE INDICATOR LED

60~200VA : Max 6, Min 3.5
280~350VA : Max 9, Min 4
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=
WY2222- FD Series (2EES HELYEH C

FUSED TRANSFORMERE 1x} £0i| FuseE Z=GHH XMEt=lZdo=z Hal Het
3 THESEA| TRANSFORMER HS 2 AH|2| OFH AlIE O|Hof| BX|g 4~ Ql
&Lct LS DN Rail 2! Bolt £[5 ZEOZ DIN Rail AFZA| &81A H=H & 4

TRANSFORMERO]| 0| QI7t=|H MREA| LED7} HSsI] 7|7|0f| SNMNHEE

slolgt 4 lof ABIXI| QEYNS Mafst HBULICY

The FUSED TRANSFORMER is manufactured by installing a fuse on
the TRANSFORMER primary side. It can protect TRANSFORMER and
prevent safety accidents in case of short-circuit or overload. In addition,
DIN Rail and Bolt are both used for easy installation when using DIN Rail.
When power is applied to the TRANSFORMER, the power indicator LED
lights up, allowing the user to check whether the power is on or not.

* Circuit Diagram

e} Pri. O

=== ]

(Alarm contact)

Indicator <
TAZI(LED)
1 TH1  TH2
® Specifications
SPECIFICATIONS DIMENSIONS (mm)
MODEL NO, TYPE VA W'(E'G)HT
PRL(V) SEC.(V) W | H D a b c d E M kg
WY2222-60FD 60 937 | 914 | 1095 | 77 79 | 45 | 95 7 | M35 1.80
WY2222-100FD 100 937 | 914 | 1235 | 77 93 | 45 | 95 7 | M35 2.40
WY2222-150FD DIN RAIL 150 937 | 914 [1385| 77 | 108 | 45 | 95 7 | M35 3.00
& 220 220
WY2222-200FD PANEL 200 1222 | 109.4 | 129.4 | 1002 | 93 | 55 | 105 | 86 | M4 4.00
WY2222-280FD 280 1222 | 109.4 | 1464 | 1002 | 110 | 55 | 105 | 86 | M4 5.00
WY2222-350FD 350 1222 | 109.4 | 158.4 | 1002 | 122 | 55 | 105 | 86 | M4 5.60

® Dimension

% Others option

® Terminal

INDICATOR LED

60~200VA : Max 6, Min 3.5
280~350VA : Max 9, Min 4
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WY3811- FD Series (2EES MELYEH

[

FUSED TRANSFORMERS= 1%t =0] FuseZ AESI0 MEEIZHOZ Hat
3 THESEA| TRANSFORMER ES 2 AH[Q| QFH AIIE O|SHof| BiX|
&L} £t DN Rail 2 Bolt £ ZE2Z DIN Rail ASA| &8A
UELICE

TRANSFORMERO]| Z4240] Q17t=|H HMeAEA| LED7t MS510{ 717[0f SX0{EE

Qleh 2~ Ql0f AH|XIQ| QFgEE Ta{t MIZILIC

i o
Ll
30

I

!

ton

The FUSED TRANSFORMER is manufactured by installing a fuse on
the TRANSFORMER primary side. It can protect TRANSFORMER and
prevent safety accidents in case of short-circuit or overload. In addition,
DIN Rail and Bolt are both used for easy installation when using DIN Rail.
When power is applied to the TRANSFORMER, the power indicator LED
lights up, allowing the user to check whether the power is on or not.

* Circuit Diagram

o) Pri. o)

=== ]

(Alarm contact)

Indicator <
TAZI(LED)
e a TH1  TH2
® Specifications
SPECIFICATIONS DIMENSIONS (mm)
MODEL NO, TYPE VA W'(E'G)HT
PRL(V) SEC.(V) w | H D a b c d E M kg
WY3811-60FD 60 937 | 914 | 1095 | 77 79 | 45 | 95 7 | M35 1.80
WY3811-100FD 100 937 | 914 | 1235 | 77 93 | 45 | 95 7 | M35 2.40
WY3811-150FD DIN RAIL 150 937 | 914 |1385| 77 | 108 | 45 | 95 7 | M35 3.00
& 380 110
WY3811-200FD PANEL 200 1222 | 109.4 | 129.4 | 1002 | 93 | 55 | 105 | 86 | M4 4,00
WY3811-280FD 280 1222 | 109.4 | 146.4 | 100.2 | 110 | 55 | 105 | 86 | M4 5.00
WY3811-350FD 350 1222 | 109.4 | 158.4 | 100.2 | 122 | 55 | 105 | 86 | M4 5.60
% Others option
® Dimension ® Terminal

INDICATOR LED

60~200VA : Max 6, Min 3.5
280~350VA : Max 9, Min 4
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WY3822- FD Series (2EHS FHLY

) C

=

FUSED TRANSFORMERS= 1x} Z0i| FuseE AZ610{ HAEIZiozZ B
3 THESEA| TRANSFORMER ES 2 AH|Q| QR AIIE O|SHof| BiX|
&LIC} E3t DIN Rail 2! Bolt 5 ZE2Z DIN Rail ARA| 28A &
o

(=

A
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TRANSFORMERO|| Z20] Q17te|H HMAFA| LEDI} FS5I0 7|7|0f STHES

EOIg 4 U0 AH[XIO| QFYES Tt MELICE

The FUSED TRANSFORMER is manufactured by installing a fuse on
the TRANSFORMER primary side. It can protect TRANSFORMER and
prevent safety accidents in case of short-circuit or overload. In addition,
DIN Rail and Bolt are both used for easy installation when using DIN Rail.
When power is applied to the TRANSFORMER, the power indicator LED
lights up, allowing the user to check whether the power is on or not.

* Circuit Diagram

o) Pri. o)

)= ]

(Alarm contact)

Indicator <
A I(LED)
s THT TH2
® Specifications
SPECIFICATIONS DIMENSIONS (mm)
MODEL NO, TYPE VA W(E'G)HT
PRL(V) SEC.(V) W o H D a b c d E M kg
WY3822-60FD 60 937 | 91.4 | 1095 | 77 79 | 45 | 95 7 | M35 1.80
WY3822-100FD 100 937 | 914 | 1235 | 77 93 | 45 | 95 7 | M35 2.40
WY3822-150FD DIN RAIL 150 937 | 914 (1385 | 77 | 108 | 45 | 95 7 | M35 3.00
& 380 220
WY3822—200FD PANEL 200 1222 | 109.4 | 129.4 | 1002 | 93 | 55 | 105 | 86 | M4 4,00
WY3822—280FD 280 1222 | 109.4 | 1464 | 1002 | 110 | 55 | 105 | 86 | M4 5.00
WY3822-350FD 350 1222 | 109.4 | 1584 | 1002 | 122 | 55 | 105 | 86 | M4 5.60
% Others option
® Dimension ® Terminal
INDICATOR LED E

0000000

E 60~200VA : Max 6, Min 3.5
E o 280~350VA : Max 9, Min 4
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WY4411- FD Series (2EES MELYEH

[}

FUSED TRANSFORMER= 1X} =0i| Fuse2 ZZI5H0 MAEIZICZ s}
3 IHESIA| TRANSFORMER ES 2 AH|Q| OFH AfnE o]0l WXIgt
&L} £t DN Rail ¥ Bolt £2 ZE9SZ DIN Rail ALBA| &8A 2=t
l&Lct

TRANSFORMERO]| FH20| QU7t=|H MAFA| LED7t HSSI0] 7170 SHHEE

Qleh 4~ Qlof AH|XIQ| Qg EE Taft MIZ LI

o
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The FUSED TRANSFORMER is manufactured by installing a fuse on
the TRANSFORMER primary side. It can protect TRANSFORMER and
prevent safety accidents in case of short-circuit or overload. In addition,
DIN Rail and Bolt are both used for easy installation when using DIN Rail.
When power is applied to the TRANSFORMER, the power indicator LED
lights up, allowing the user to check whether the power is on or not.

* Circuit Diagram

o) Pri. o)

)= ]

(Alarm contact)

Indicator g
TAZI(LED)
e TH1  TH2
® Specifications
SPECIFICATIONS DIMENSIONS (mm)
MODEL NO., TYPE VA WE'G;"T
PRL(V) SEC.(V) w o H D a b ¢ d E M kg
WY4411-60FD 60 937 | 914 | 1095 | 77 79 | 45 | 95 7 | M35 1.80
WY4411-100FD 100 937 | 914 | 1235 | 77 93 | 45 | 95 7 | M35 2.40
WY4411-150FD DIN RAIL 150 937 | 914 | 1385 | 77 | 108 | 45 | 95 7 | M35 3.00
& 440 110
WY4411-200FD PANEL 200 1222 [ 109.4 | 129.4 | 1002 | 93 | 55 | 105 | 86 | M4 4.00
WY4411-280FD 280 1222 [ 109.4 | 146.4 | 1002 | 110 | 55 | 105 | 86 | M4 5.00
WY4411-350FD 350 1222 [ 109.4 | 158.4 | 1002 | 122 | 55 | 105 | 86 | M4 5.60
% Others option
® Dimension ® Terminal

INDICATOR LED

60~200VA : Max 6, Min 3.5
280~350VA : Max 9, Min 4
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WY4422- FD Series (25 &

3HLHE)
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FUSED TRANSFORMERS= 1x} Z0i| FuseE ZAZ510{ HA=EIZiozZ B
3! OHESHA| TRANSFORMER ES 31 MH|o| oY AtE 0|0 K]
ZL|Ct 35t DIN Rail 2! Bolt |5 2292 DIN Rail AF2A| 241/ &k

ok
L
4 30

TRANSFORVERO| ZI2I0] 917}el@t SBIEA| LED7} ESstof 71710 SEioj=es
SHoI3 4+ 9I0f Au[xjol OPHS TRl HZYLIC

The FUSED TRANSFORMER is manufactured by installing a fuse on
the TRANSFORMER primary side. It can protect TRANSFORMER and
prevent safety accidents in case of short-circuit or overload. In addition,
DIN Rail and Bolt are both used for easy installation when using DIN Rail.
When power is applied to the TRANSFORMER, the power indicator LED
lights up, allowing the user to check whether the power is on or not.

* Circuit Diagram

o) Pri. o)

) === ]

(Alarm contact)

Indicator S
TABI(LED)
1 TH1  TH2
® Specifications
SPECIFICATIONS DIMENSIONS (mm)
MODEL NO., TYPE VA W'(E'G;'T
PRL(V) SEC.(V) w | H D a b c d E M kg
WY4422-60FD 60 937 | 914 | 1095 | 77 79 | 45 | 95 7 | M35 1.80
WY4422-100FD 100 937 | 914 | 1235 | 77 93 | 45 | 95 7 | M35 2.40
WY4422-150FD DIN RAIL 150 937 | 914 [1385| 77 | 108 | 45 | 95 7 | M35 3.00
& 440 220
WY4422-200FD PANEL 200 1222 | 109.4 | 129.4 | 1002 | 93 | 55 | 105 | 86 | M4 4,00
WY4422-280FD 280 1222 | 109.4 | 146.4 | 1002 | 110 | 55 | 105 | 86 | M4 5.00
WY4422-350FD 350 1222 [ 109.4 | 158.4 | 1002 | 122 | 55 | 105 | 86 | M4 5.60
% Others option
® Dimension © Terminal
INDICATOR LED E

60~200VA : Max 6, Min 3.5
280~350VA : Max 9, Min 4
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