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SVC Control Panel Type SSR
콘덴서 ON/OFF제어용 전자스위치

자동역률조정기 (APFR)
Power Factor Controller ‥‥‥‥‥‥‥‥210

콘덴서 제어용 SVC Unit 
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자동역률조정기

9 OUTPUT RELAY TYPE (144 x 144mm)

● 개요
WYAPFR 제품은 단상, 삼상에 역률 을 자동으로 감시하여 부하의 
역률 상태를 원하고자하는 기준으로 설정 하여 자동으로 제어하는 
역률 자동 제어 장치입니다. 

● Specification

● Dimension

● Connection Diagram

POWER FACTOR CONTROLLER

APFR

ITEM
자동역률 제어 장치

Power Factor Controller

Model WYPFC-06 WYPFC-09C

Chanel 6ch 9ch

Phase 1Ø, 3Ø(3P3W, 3P4W

Voltage AC220, 380/440V

Case Sise 96×96mm 144×144mm

Case Cut out 92×92mm 138×138mm

Communication Non RS-485
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무접점전자스위치CAPACITOR ON/OFF SWITCH (SSR)
3Ø 220V~440V (25A~500A)  

● 개요
본 제품은 선로의 역률을 개선하기 위하여 선로에 병렬 투입되는 
진상콘덴서의 전자식 Switching Module 입니다. 또한 일반 저항성 
부하의 Switching 에도 사용할 수 있습니다.

● Outline
This product is an electronic switching module of a static 
condenser which is arranged in a row for compensation in 
power factor. It also can be used for switching general resistive 
load.

● 제품 특징
•�모든 제품의 입력단에 Fuse가 장착이 되어있어 제품 2차측에 연결된 
콘덴서 등의  부하를 안전하게 보호할 수 있습니다.

•�본기기는 Zero Voltage Turn-on, Zero Current Turn-off을 하여 
Switching Transient 및 Inrush current or Voltage을 현저 하게 줄일 수 
있게 설계 되었습니다.

•�입력Line 및 Fuse 단선시 자동으로 출력을 제한하여 부하를 안전하게 
보호할 수 있습니다.

•�Fan 제어 회로가 장착되어 방열판 온도 56℃에 가동하고 45℃ 미만에
서 정지 함으로 Fan 수명이 2~3배 연장 되었습니다.

•�방열판 및 SCR Module 과열방지 회로가 부착 되어 80℃ 이상에서 운
전정지를 하고 경보 접점(Abnormal Out Contact)이 동작 합니다.

※ 주의사항
콘덴서 충전된 후 방전저항이 없는 경우 방전코일형 트랜스(WYDC-600)를 
사용하고 콘덴서 방전상태를 확인 후 재 투입하십시오.
(방전코일 설치 시 방전개시 5초 후 단자전압 50V이하)

● Overview
•�The fuse attached to the each power line prevents of 
damage the load or a condenser.

•�It is planned to make switching transient, inrush current or 
voltage decrease markedly by zero voltage turn-on and zero 
current turn-off.

•�when input line and fuse are disconnected, the output would 
be limited automatically for preventing the load safely.

•�The fan control circuit is installed. Therefore it extends the fan 
life by operating on 56℃ of heat sinks and stops before 45℃. 

•�When it is over 80℃, Abnormal out contact will be operating 
and stop working by installing the circuit for overheating on 
heat sinks and SCR module.

● Specification
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무접점전자스위치

3Ø 220V~440V (25A~500A)  

● 전면부의 명칭 및 설명

전면부는 제품의 상태 표시을 위한 7개의 LED가 있습니다.
TERMINAL 에는 안전을 위한 단자 보호 커버가 부착 되어 있습니다.

● The name of front panel and explanation

7 LED lamp indicate the condition of a product and the terminal 
is covered for protecting each terminals.

① 전원램프

보조전원이 인가되면 청색 램프가 점등 됩니다.

② Error램프

동작중 아래와 같은 문제발생시 황색 LED가 점등하고   
동시에 Out Contact(NO, COM)가 동작합니다.
- R,S,T 단자에 입력전압이 없을때
- Fuse 가 단선이 될 경우
- SCR Module(방열판포함)의 온도상승이 80℃가 넘을 때

③ Fuse램프

점등된 Line의 Fuse가 단선이 될 경우 또는 전원입력이 없을 
경우 적색으로 점등 합니다.

④ Output 램프 

�SCR Module의 출력상태를  점등 합니다. 		
(ON: Turn ON, OFF: Turn OFF)

⑤ Intput 램프 

제어입력신호 상태표시 				  
(DC4~32V or AC90~260V, ON/OFF)가 입력되면 	
녹색 램프가 점등합니다.

⑥ Cover Release Bolt

안전보호 덮게 고정용 볼트입니다.

① Power lamp

If Aux. power is supplied, the blue light turns on.

② Error lamp

When the problems listed below are occurred, 
the yellow light turns on and Abnormal Out 
Contact(NO, COM) operates.
- No Input voltages on R,S,T terminal
- Fuse disconnected
- Over 80℃ on SCR module including heat sinks

③ Fuse lamp

When the fuse is disconnected or no input power, the red light 
turns on.

④ Output lamp

It shows the ouptut state of SCR module 
(ON: Turn on, OFF: Turn off)

⑤ Input lamp

Input signal in control. When input the data of DC4~32V or 
AC90~260V, ON/OFF, the green light turns on. 

⑥ Cover Release Bolt

Release this bolt when open the protected cover.

Mounting Hole

① Aux. Power  Lamp

② Error Lamp

Protect Cover

③ Fuse Lamp

④ Load Output

⑤ Signal Input

⑥ Cover Release Bolt

CAPACITOR ON/OFF SWITCH (SSR)
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무접점전자스위치

3Ø 220V~440V (25A~500A)  

3Ø Capacitor

3Ø "△" Connection

Resistive Load

3Ø "△" Connection

Resistive Load

3Ø " Y " Connection

1Ø Capacitor

3Ø "△" Connection

1Ø Capacitor

3Ø "Y" Connection

● Resistive Load Connection

● Power Factor Connection

 WYPFC Type  WYPFC Type  WYPFC Type

CAPACITOR ON/OFF SWITCH (SSR)
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무접점전자스위치

● Specifications & Dimension

● Dimension

3Ø 220V~440V (25A~500A)  

CAPACITOR ON/OFF SWITCH (SSR)

ITEM
Rated
Voltage

Rated
Current

Dimension
Weight Fan

L W H L1 W1 H1 p1 p2

WYU-CG25TM

AC 220V

25A 239 142 155 150 133 91 27.5 15 3.8kg

Fan

WYU-CG40TM 40A

255 142 155 150 133 91 27.5 15 3.9kg
WYU-CG60TM 60A

WYU-CG80TM 80A

WYU-CG100TM 100A

WYU-CG150TM 150A

295 142 172 150 133 113 35.5 23.5 5.7kgWYU-CG180TM 180A

WYU-CG200TM 200A

WYU-CG250TM 250A

405 295 215 250 275 105 80 30 15kgWYU-CG300TM 300A

WYU-CG350TM 350A

WYU-CG400TM 400A
535 345 235 300 325 140 90 40 29kg

WYU-CG500TM 500A

ITEM
Rated
Voltage

Rated
Current

Dimension
Weight Fan

L W H L1 W1 H1 p1 p2

WYU-CH25TM

AC 380/440V

25A 239 142 155 150 133 91 27.5 15 3.8kg -

WYU-CH40TM 40A

255 142 155 150 133 91 27.5 15 3.9kg

Fan

WYU-CH60TM 60A

WYU-CH80TM 80A

WYU-CH100TM 100A

WYU-CH150TM 150A
295 142 172 150 133 113 35.5 23.5 5.7kg

WYU-CH200TM 200A

WYU-CH250TM 250A

405 295 215 250 275 105 80 30 15kgWYU-CH300TM 300A

WYU-CH350TM 350A

WYU-CH400TM 400A
535 345 235 300 325 140 90 40 29kg

WYU-CH500TM 500A
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무접점전자스위치

25A 40~100A

● Connection Diagram

ON/OFF Input

150~200A 250~350A 400~500A

3Ø 220V~440V (25A~500A)  

CAPACITOR ON/OFF SWITCH (SSR)
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무접점전자스위치

● Condenser & Reactor Basis Selection Chart

3Ø 220V~440V (25A~500A)  

CAPACITOR ON/OFF SWITCH (SSR)


